
Selective Chime Tone System

FEATURES & FUNCTIONS:
• Selective calling & communication to two door stations
• Selectively release door locations
• Different chime tones from each door
• Chime can be lowered or muted by individual handsets
• Can be interfaced with Aiphone’s MY video system
• Selective calling and communication between handsets
• All call from any handset
• Can be AC or DC powered
• Audibly identify visitors before letting them in
• Handset for two-way communication at inside station
• Hands free communication at the door station
• Simple 2-wire hook up to door stations
• Only 4 wires between inside monitors

IE-8MD IE-8HD

2

4

2

4

2

IE-JA

IE-JA

IE-8HD

PT-1210N



Equipment List

Handset stations
IE-8MD Master Handset
IE-8HD Sub Handset

Audio Only Door Stations
IF-DA Surface mount, brown plastic
IE-JA Flush mount, stainless steel
IE-NC Semi-flush mount, Brown
Plus Others (See standard catalog)

 Accessories
ICP-BR Brass faceplate for IE-JA
ICP-AB Antique brass faceplate for IE-JA

Power Supply
PT-1210N 16VAC, 10VA

 (Audio Only System)
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Compatible Audio Video Equipment
Video Door Stations
MY-DC/A Semi-flush mount, black
MY-DG/A Semi-flush mount, aluminum
MY-CA Surface mount, prism lens
PP-MK Fixed camera modular door station
Plus Others (See standard catalog)

Video Monitors
MY-CU Master monitor
MYH-CU Sub Monitor

Power Supply
PS-18C 18V DC, 2A, UL listed

 (Audio/Video Only System)


