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COMMON AC POWER ADAPTER KITS FOR OAW-60, 61 AND 70 MODELS 
 
Alcatel Internetworking have designed the OAW-AP60, OAW-AP61 and OAW-AP70 to utilize a common AC 
mains power adapter kit(s) that enables powering of the access point from mains electric power sources.  
 
These AC power adapter kits have been created to accommodate numerous country power interface 
requirements and contain the following: 
 

• AC – DC Power Adapter Brick (auto-sensing 100V AC - 240V AC input to 5VDC output) 
• Country specific mains electric power cable 

 
In order to facilitate ease of ordering and fulfillment of the correct power adapter kit to the correct 
destination country for the access point / power kit, the following cross reference of Alcatel Internetworking 
part numbers and supported countries has been made available and will be updated as required. 
 
Available Alcatel Internetworking OAW-AP60/61 & OAW-AP70 AC power adapter kits: 
 

• AP-AC-NA 
• AP-AC-UK 
• AP-AC-JPN 
• AP-AC-IT 
• AP-AC-EC 
• AP-AC-LA 

 
 
COUNTRY REFERENCE GUIDE 
 
NOTE: This reference should be treated as a reliable reference source however it must be notes that many 
countries use more than one power interface socket / safety specification and type. When in doubt, please 
double check before ordering an AC adapter kit. 
 
Alcatel Internetworking Part Numbers for operation with OAW-AP60 & OAW-AP70: AP-AC-NA 
 [North America]  

American Samoa, Anguilla, Antigua, Alcatel Internetworking, Bahamas, Bangladesh, 
Barbados, Bermuda, Bolivia, Brazil, Cambodia, Canada, Cayman Islands, China (without 
holes in blades and slightly shorter blades), Colombia, Costa Rica, Cuba, Ecuador, El 
Salvador, Guam, Guatemala, Guyana, Haiti, Honduras, Jamaica, Laos, Lebanon, Liberia, 
Maldives, Mexico, Micronesia, Montserrat, Netherlands Antilles, Nicaragua, Niger, Okinawa, 
Panama, Peru, Philippines, Puerto Rico, St. Vincent, Saudi Arabia, Tahiti, Taiwan, Thailand, 
United States, Venezuela, Vietnam, Virgin Islands (U.S.& British), Yemen.  

 
 
 
 
 
 
 
 
 
 
 
 



   
Alcatel Internetworking  

 

 
Alcatel Internetworking Inc. 2005  Page 2 of 3 

Alcatel Internetworking Part Numbers for operation with OAW-AP60 & OAW-AP70: AP-AC-UK 
 [United Kingdom / British Standard] 
  

 
Bahrain, Bangladesh, Belize, Botswana, Brunei, Cameroon, Channel Islands, China, 
Cyprus, Dominica, El Salvador, Gambia, Ghana, Gibraltar, Grenada, Guatemala, 
Guyana, Hong Kong, Iraq, Ireland, Isle of Man, Jordan, Kenya, Kuwait, Lebanon, 
Macau, Malawi, Malaysia, Maldives, Malta, Mauritius, Myanmar, Nigeria, Oman, Qatar, 
St. Kitts-Nevis, St. Lucia, St. Vincent, Saudi Arabia, Seychelles, Sierra Leone, 
Singapore, Tanzania, Uganda, United Arab Emirates, United Kingdom, Vietnam, 
Yemen, Zambia, Zimbabwe. 
 

 
 
Alcatel Internetworking Part Numbers for operation with OAW-AP60 & OAW-AP70: AP-AC-JPN 
 [Japan]   
 

Please note that this is exactly the same as the North American interface however there 
are VERY specific electrical safety specifications associated with the power cord. Japan 
cords must meet T mark and PSE specifications with certification. 
 
Japan power cords supplied with switches and/or AC power adapter kits for access points 
will be supplied from Alcatel Internetworking Japan KK office.  
  
 

 
Alcatel Internetworking Part Numbers for operation with OAW-AP60 & OAW-AP70: AP-AC-IT 
 [Italy] 
 

Albania, Algeria, Angola, Argentina, Austria, Azores, Balearic Islands, 
Bangladesh, Belgium, Bolivia, Bosnia, Brazil, Bulgaria, Burkina Faso, 
Burundi, Cameroon, Canary Islands, Cape Verde, Central African 
Republic, Channel Islands, Chile, Comoros, Congo, Croatia, Dem. Rep. 
of Congo (Zaire), Cote d'Ivoire (Ivory Coast), Cyprus, Denmark, Djibouti, 
Egypt, El Salvador, Equatorial Guinea, Eritrea, Faeroe Islands, Finland, 
French Guiana, Gabon, Germany, Gibraltar, Greece, Greenland, 

Guadeloupe, Guinea, Guinea-Bissau, Hungary, Iceland, India, Indonesia, Iran, Iraq, Isle of Man, Israel, Italy, 
Kazakhstan, Korea, Kuwait, Laos, Lebanon, Lithuania, Luxembourg, Macedonia, Madagascar, Madeira, Mali, 
Martinique, Mauritania, Mauritius, Monaco, Morocco, Mozambique, Myanmar, Nepal, Netherlands, Niger, 
Norway, Oman, Pakistan, Paraguay, Peru, Philippines, Poland, Portugal, Romania, Russia, Rwanda, St. 
Vincent, Senegal, Serbia, Slovenia, Somalia, Spain, Sudan, Suriname, Sweden, Switzerland, Syria, Thailand, 
Togo, Tunisia, Turkey, Uruguay, Vietnam, Yugoslavia (former),  Zambia. 
 
 
 
Alcatel Internetworking Part Numbers for operation with OAW-AP60 & OAW-AP70: AP-AC-EC 
 [European Community (Schuko style]:  

Algeria, American Samoa, Alcatel Internetworking, Austria, Azores, Balearic 
Islands, Bosnia, Bulgaria, Cape Verde, Chad, Croatia, El Salvador, Finland, 
France, Germany, Greece, Guinea, Hungary, Iceland, Indonesia, Italy, Jordan, 
Korea, Laos, Luxembourg, Madeira, Monaco, Mozambique, Myanmar, 
Netherlands, Netherlands Antilles, Niger, Norway, Portugal, Romania, 
Suriname, Sweden, Turkey, Uruguay and former Yugoslavia. 
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Alcatel Internetworking Part Numbers for operation with OAW-AP60 & OAW-AP70: AP-AC-LA 
[North America, 2 Prong no Earth]:  
 

 
These can be found in all countries as outlined for part (AP-AC-NA) except 
Bangladesh, Bolivia, Cambodia, China, Dominican Republic, Korea, Liberia, 
Maldives, Peru, St. Vincent, Tahiti, Thailand, Vietnam, Yemen. Also found in 
Azores, Belize, Trinidad and Tobago. 
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