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NOMENCLATURE
O Shoulder strap eyelet
@ Exposure counter window
@ Mult ip le exposure lever
@ Shutter release/Exposure-

meter switch
@ Shutter release lock lever
@ f i ln i  advance lever
0 Shutter speeU/Fi lm

speed dial  (ASA/DIN)

@ Accessory shoe (with direct
f lash contact)

€) Battery test button
@ F i lm rewind  knob/F i lm

chamber  cover  open ing
@ F i lm type ind ica tor

@ Se l f - t imer

@ Aperture r ing

@ Depth of  f ie ld scale
@ Focus ing  r ing

@ X synchro-f lash socket
@ M synchro-f lash socket
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F i l m  c h a m b e r
Bat te ry  check  lamp
Viewf inder eyepiece
Sprocket teeth
Take-up spoo l

Fi lm pressure plate
F i lm chamber  cover
CdS battery compart-
ment cover
F i l m  g u i d e  r a i l
F i l m  r a i l
Tr ipod socket
Shutter
Rewind button

F ig .  2
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F i g . 3  ( 2 )
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(5)

(6)

i '* '  t (7)

IMPORTANT !
OUTLINE

OF
PROCEDURE

lnsert  CdS battery with plus
( * )  s i de  up  (F ig .  3 ) .
To test  battery cond i t ion, Fig.  6
depress the battery test
button and observe test  l ight
( F i e . 4 ) .
Load  35  mm f  i lm  ava i l ab le  i n
20 or 36 exposure cartr idges
(Fig.  5).
Set  ASA (or  DIN)  d ia l  in  ac-
cordance wi th  the f i lm speed F ig .7
spec i f  ied  on the f  i lm box
(F ie .  6) .
Set  e i ther  the shut ter  speed
or  lens opening accord ing to
your  photograph ic  need (F ig .
7) .
Focus the lens (F ig .  a) .
Re lease the shut ter  (F ig .  B) .  F ig '  8
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LOADING THE CAMERA
U s e  3 5  m m  f  i l m  a v a i l a b l e  i n  2 0  o r  3 6  e x p o s u r e
car t r idges .  l t  i s  recommended to  load and un load
the  camera  in  subdued l igh t ,  e .g .  the  shadow
of  your  own body  and no t  in  d i rec t  sun l igh t .

( 1 )  P u l l  u p  f i l m  r e w i n d  k n o b  u n t i l  c a m e r a - b a c k
pops open.  Swing  open camera-back  (F ig .
e).

(2 )  Whi le  rewind  knob is  s t i l l  upra ised inser t
f i lm car t r idge  in to  chamber  w i th  p ro t rud ing
end. toward  bo t tom o f  camera .  Press  in  f i lm
r e w i n d  k n o b .  l f  i t ' d o e s  n o t  g o  i n  a l l  t h e

F ig .  1O

w?y,  tu rn  i t  un t i l  i t  does .

(3 )  Inser t  end o f  f i lm in to  s lo t  in  take-up spoo l
and engage per fo ra t ions  o f  the  f i lm w i th
the  sprockets .  P lace  thumb l igh t ly  over  f i lm
on bottom sprocket wheel  and operate f i lm
advance lever  un t i l  upper  sprocket  whee l
engages f i lm per fo ra t ions .  When advance
lever stops, f ree i t  by depressing shutter
re lease on  top  o f  camera .  Make sure  tha t
f i lm l ies  f la t  be tween gu ide  ra i l s  (F ig .  1O) .

C lose  camera  back  f i rm ly .

. 5
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F i g .  1 1 F ie .  12

(4) Opera te  f i lm advance lever ,  depress ing

shut te r  re lease un t i l  f  igure  ' t  !  "  appears

in  the  exposure  counter  w indow.  ln  th is
pos i t ion  the  camera  is  ready  fo r  the  f i rs t

exposure  to  be  made (F ig .  11) .

To  be  cer ta in  tha t  the  f i lm t ranspor ts  cor -
rec t l y ,  take  up  any  f  i lm s lack  in  the  car t r idge
b y  t u r n i n g  t h e  r e w i n d  c r a n k  c l o c k w i s e  t i l l
res is tance is  fe l t .  When advanc ing  the  f i lm

the  rewind  knob shou ld  tu rn  counterc lock '
w ise .  Th is  i s  ev idence tha t  the  f i lm is

loaded cor rec t ly .  l f  i t  does  no t ,  re load the

the  f i lm cor rec t ly .

SETTING FILM SPEED (ASA. 'DIN)

The ASA (or  DIN speed o f  the  f i lm is  spec i f ied
o n  t h e  f i l m  b o x  o r  i n  t h e  i n s t r u c t i o n  s h e e t
p a c k e d  w i t h  t h e  f i i m .

P u l l  u p  a n d  r o t a t e  t h e  o u t e r  r i m  o f  t h e  s h u t t e r
d i a i  u n t i l  d e s i r e d  A S A  D I N  n u m b e r  o f  t h e  f i l m

appears  in  the  w indow on the  top  o f  the  shut te r

s p e e d  d i a l  ( F i g ,  1 2  .

A l s o  r o t a t e  f i l m  t y p e  r e m i n d e r  d i a l  s o  t h a t  t h e

f i l m  t y p e  i n s e r t e d  i s  a l i g n e d  w i t h  t h e  i n d e x  m a r k

F i e .  1 3 ) .  T h i s  w i l l  r e m i n d  y o u  o f  t h e  t y p e  o f
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F i g .  i 3
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f i l m  y o u  a r e  u s i n g .

Some ASA (DlN) numbers are represented by
dots only.  The chart  below speci f ies the ASA
(DlN)  numbers .

ASA Speed
2 0 0 . . t 0 0 . 6 4 .

l , l ,  I  i

F ig .  14

DETERMINING CORRECT EXPOSURE
r. SHUTTER SPEED PRIORITY METHOD
This  i s  the  eas ies t  and genera l l y  most  use fu l
method. To determine correct  exposure,  merely
fo l low the  procedure  ou t l ined  be low.

1 .  Se lec t  a  su i tab le  shut te r  speed.  A  gu ide  fo r
your reference fol  lows.
a) Set 1/1000 or -11500 sec. to stop act ion

outdoors ,  in  b r igh t  sunsh ine .
b) Set t l25O sec, for  general  purpose photo-

graphy  ou tdoors ,  in  b r igh t  sunsh ine .
c) I1725 sec. outdoors on a hazy or c loudy

day.
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d)  1 /60  sec .  ou tdoors  in  deep shade.

e)  1 /30  sec .  fo r  d imly  l i t  scenes  such as  a t
dusk  o r  i ndoo rs .

NOTE :  A t r ipod should be used for  shut ter
speeds lower  than 1 /30  sec .  (1 /15^"  1  sec ,  B . ) '

2 .  Set  the Apertu re Ring to a n in termed iate
pos i t ion  such as  5 .6 .

3 .  Whi le  look ing  th rough the  v iewf inder  focus
the lens,  and then gent ly  depress the Shut ter
Retease But ton .  The d iaphragm b lades  w i l l
au tomat ica  l l y  c lose  a  nd  the  v iewf  inder  w i l l
appea r  s l i gh t l y  da rkened .  S l i gh t l y  i nc rease
pressure on the Shut ter  Release But ton a nd
meter ing  sys tem wi l l  tu rn  on ;  most  l i ke ly
resu  l t ing  in  a  movement  o f  the  ind  ica tor
need le  v is ib le  w i th  in  the  v iewf  inder .

4 .  l f  the  ind ica tor  need le  remains  s ta t ionary  a t
the minus posi t ion (F ig.  I7) ,  rotate the Aper-

' tu re  
R ing  counterc lockwise  un t i l  the  need le

is  centered between the p lus and minus s igns

;F ig .  15)  ind  ica t ing  cor rec t  exposure ,  a  nd
then app, iy  add i t iona l  p ressure  to  the  Shut te r
Re lease But ton  to  t r ip  the  shut te r .

NOTE :  l f  the need le ca n not  be per fect ly
centered (F ig.  15 ,  even af ter  complete ly
rotat ing the Apertu re Ring cou nterc lockwise,
a lower shut ter  speed must  be set  by rotat ing
tne  Shut te r  Speed D ia  I  c lockwise .

5 .  l f  the  ind ica tor  need le  r i ses  to  the  p lus  pos i -

t ion  (F ig .  16  ind  ica t ing  overexposure ,  ro ta te
the  Aper tu re  R ing  c lockwise  un t i l  i t  i s
centered  be tween the  p !us  and minus  s igns
r 'F ig .  15) .  Then take  the  p ic tu re  by  inc reas ing
pressure on the Shut ter .  Release But ton.

N O T E :  l f  t h e  i n d i c a t o r  n e e d l e  r e m a i n s  i n

the  p lus  pos i t i on  ,  F ig .  16  ,  eVen  a f t e r  f  u l l y
ro ta t ing  the  Aper tu re  R ing  c lockwise ,  a  h igher
sh ut ter  speed m ust  be set  by rotat ing the

Sh ut ter  Speed D ia I  co i l  n terc lockwise '

NOTE:  Cor rec t  exposure  is  de termined by

\i

* . ! ,

F i g .  1 8
F i g .  1  5 F i g .  1 6 F i g ,  1 7



center ing the ind icator  need le between the
p lus  and  m inus  s igns  (F ig .  15 ) .  co r rec t  ex -
posure ca n be set  e i ther  before or  af ter  ad-
v a  n c i n g  t h e  f  i l m .

2.  APERTURE PRIORITY METHOD
occas iona l l y  photographers  w ish  to  center  the
ind icator  need le not  by rotat ing the Aperture
Ring ,  bu t  by  ro ta t ing  the  Shut te r  Speed D ia  l .
This  method is  used to contro l  depth-of- f  ie ld and
is  eas i l y  accom p l i shed by  f  o l rowing  the  pro .
cedure  ou t l ined  be low.
1.  Set  the desi red F-stop on the Aperture Ring

and focus the lens.

2.  Gent ly  depress the shut ter  Release But ton,
w i thout  t r ipp ing  the '  sh  u t te r ,  a  nd  lock  i t
in  the depressed posi t ion by moving the
sh ut ter  Release But ton Lock Lever  to the
r igh t ,  w i th  the  midd le  f inger  o f  your  r igh t
h a n d .

3.  wi th the shut ter  Release But ton locked in
the depressed posi t ion,  merely  rotate the

shut te r  speed D ia l  un t i l  the  ind ica tor  need le
is centered (Fig. 15). After the correct ex-
posu re h as been determ ined,  the sh ut ter
Re lease But ton  may be  un locked by  mov ing
the Lock Lever  to the le f t
NorE:  when the  shut te r  Re lease But ton  is
locked in the depressed posi t ion,  the shut ter

Speed Dia I  ca n be f  reety rotated in  the
TlLooo- 1 sec.  range ;  however,  as a protec-
t ion against  incorrect  exposu re,  the Sh ut ter
Speed D ia l  cannot  be  se t  to  ' r  B  "  when . the
Shut ter  Ref  ease But ton is  depressed.

COUPLING RANGE OF THE BUILT.IN
METER
The bui l t - in  meter  of  your  ch inon cx l l  has a
very broad range capabfe of  of fer ing correct
exposure  in  a lmost  a l l  pho tograph ic  s i tua t ions .
However, i f  the user tr ies to set a shutter speed
which  is  beyond the  coupf  ing  range o f  the  bu i l t -
in  meter ,  a  red  warn ing  f f  ag  w i l l  appear  be tween
the  p lus  and  m inus  s igns  (F ig .  1g ) ,  i nd i ca t i ng
cor rec t  exposure  cannot  be  ob ta  ined a t  tha t
shutter speed. To obta in correct exposure a
h igher  shut te r  must  be  se t  by  ro ta t ing  the  shut -
ter  Speed Dia I  counterc lockwise unt i f  the red
warn  ing  f  Iag  d isappears .  For  your  re fe rence,
the char t  below indicates the towest  shut ter
speed that  can be used at  d i f ferent  f i lm speeds
(ASA's) .  when set t ing a shut ter  speed lower
than tha t  ind ica ted  on  the  char t ,  the  red  warn-
i n g  f l a g  w i l l  a p p e a r .

www.orphancameras.com



FOCUSING
Turn  the  focus ing  r ing  f i rs t  in  one d i rec t ion ,  then

in  the  oppos i te  d i rec t ion  un t i l  the  mic ropr ism

disc  in  the  cent re  o f  the  image in  the  v iew-

f inder  i s  sharp  (F ig .2O) .  The lens  is  now focus '

ed .  The d is tance sca le  may a lso  be  used fo r

focus ing . '  Es t im a te  o r  measu re  the  ca  mera-

to"subject  d is tance in feet  or  in  metres,  then

turn the focusing r ing So the f igure represent '

ing  tha t  d is tance is  oppos i te  the  index  l ine .

out  of  foc,us

RELEASING THE SHUTTER
Hold  the  cam era  as  s teady  as  poss ib le  and

press the shut ter  re lease s lowiy and smoothly '

When using s lower speeds ranging f rom 1/30

to  L  second and "  B  "  (bu lb )  in  "poor ly  l i t  a reas ,

use a t r ipod or  other  f  i rm support  to  prevent

b lu r r ing  o f  the  P ic tu re .

BULts
The I i  B"  se t t ing  can be  used fo r  long  exposures

at  n igh t ,  us ing  s t ree t  l igh ts  o r  e lec t r i c  s igns ,

o r  unde r  poo r  l i gh t i ng  cond i t i ons  when  a  f  l ash

u n i t  is  not  used.

i n  f  o c u s

Fie. 20

1 0

F ig .  19
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UNLOADING THE CAMERA
When the  red  f igure  "  20"  o r  , ,36 , ,  appears  in
the  exposure  counter  w indow ar igned w i th  the
the  index  mark ,  the  end o f  the  f i rm has  been
reached.

Take the  fo l low ing  s teps  fo r  rewind ing  the  f i lm
into the car t r idge.

(1)  Unfo ld cra nk on rewind knob (F ie .  2I ) .

Press in  a l l  the way the rewind re lease
button on camera bottom (Fjg. 22)

Turn rewind crank lever  c lockwise.  Tension
is  fe l t  as the f i lm is  rewound f rom the take-
up spool into the ca'ssette. Stop rewind-
ing  when tens ion  is  re leased.  Open cam era-
back  (by  pu l l i ng  ou t  rew ind  knob  a l l  t he
way)  and remove the  f  i lm.

Have f  i lm processed w i thout  de lay .

(2)

(3)

1 1

Fig .  22
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DEPTH OF FIELD
A zone of  the picture in f ront  of  and behind
your  sub jec t  w i l l  a lso  be  sharp .  The depth  o f

th is zone depends on the aperture selected. l f
you  w ish  to  know how much o f  an  area  w i l l  be
sharp  in  the  f ina l  p ic tu re ,  i t  can  be  predeter '

m i n e d  i n  t w o  w a y s :

(A) Depth of  Field Preview

Sl ide  the  AUTO/MANUAL lever  to  ' (  M "

(Manual) .  Set the lens to the selected

,  aper tu re .  Th is  w i l l  enab le  you to  p rev iew

the area of  sharpness in the picture before
tak ing  i t .

(B) Depth of Field Scale (Fie. 23)

After set t ing the lens opening and having
focused on your subject ,  the area of  sharp-
ness in f ront  of  and behind your subject
can be determined on the Depth of  Field
Scale.  Locate on the Depth of  Field Scale
the same two F numbers corresponding to

the aperture you have set on the aperture
ring. The distance between these two F
numbers on the focusing scale wi l l  be the
area of  sharpness in your Picture.

F i g . 2 3

L2



Fig. 24

SELF TIMER
The sel f - t imer permits the photographer to get
in to  the  p ic tu re .  P lace  camera  on  t r ipod  or
other f  i rm support  l t r ipod socket is on bottom
of  camera) .  Get  camera  ready  fo r  exposure  as
usua l .  Push down se l f - t imer  lever  (F ig .2g .

Depress shutter release to start  sel f - t imer.  Ex.
posure  w i l l  be  made approx imate ly  B  seconds
after the release has been pressed.

Fig. 25

FLASH PICTURES
Most types of  f lash bulbs and a. lso electronic
f lash can be used for f lash pictures.

When us ing  f lash  bu lb  No.  5 ,  58 ,  25 ,25B. ,  MS,
M5B, M2, M2B, AG1, 6,  68,  8,  connect the f lash
cord to f lash socket "  M ".  When using ele-
c t ron ic  f  lash  or  SM f lash  bu lbs ,  connect  the  f  lash
cord to f  lash socket "  X."  (Fig.  25).

When us ing  Nos.  5 ,  58 ,  M5 and M5B f lash  bu lbs
as  we l l  as  e lec t ron ic  f lash ,  Nos .  6 ,  68 ,  B  f lash
bulbs shutter speeds from 1/30 to 1/125 sec.
are recommended.

When us ing  Nos.  M2,  M2B,  AG1,  AGlB,  SM f lash
bulbs shutter speeds from 1/30 to 1/60 sec.
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are recommened. Cordless f  lash uni ts are s l ipped
into the accessory shoe on the top of  the eam'
era.  The accessory shoe may also be ut i l ized
for a f lash uni t  having a synchro cord.

MIULTIPLE EXPOSURE
To super impose two or more exposures on one

,negat ive,  makd the f i rst  exposure in the normal

w?y, then, wi thg-ut  moving f i lm transport  lever,
s l ide the mult i6 le- 'exposure lever (Fie.  26) as

far as i t  wi l l  €p to the lef t .
A  red  s igna l  appears  in  the  cu tou t  w indow in '

d ica t ing  tha t  the  f i lm t ranspor t  lever  can be

wound, but vgi l l  only set  the shutter and not

t ranspor t  the ' f i l rn .  .  On re leas ing ,  a  second ex '
posure  is  made on  the  same f i lm f rame '  Th is
procedure can be r :epeated to obtain any num'

ber of  exposures on one negat ive.  l f  the

mult ip le exposure lever has been set but is in

fac t  no t  requ i red ,  you .  can  manua l ly  push i t

back to cancel 
' i ts 

effect.

CHANGING THE LENS
A 55 mm lens is the proper focal  length for
genera l  purpose p ic tu re  tak ing .  Any  Ch inon

te lephoto  and w ide  ang le  lens  can be  used.  To

L,4

remove the  lens ,  g r ip  the  lens  w i th  one hand

and the  camera  w i th  the  o ther ,  tu rn ing  the  lens

counterc lockwise  un t i l  i t  i s  removed.

To rep !ace  the  lens ,  tu rn  c lockwise  un t i l  secured

in  pos i t ion .

IMPORTANT NOTE
W h e n  i n s t a l l i n g  o r  r e m o v i n g  t h e  5 5  m m  F / 1 ' 2

Ch inon lens  the  shut te r  rO iease bu t ton  must  no t

be r  l , rck G) posi t ion or the focus r ing must be

turned to  a  d is tance se t t ing  o f  less  than O '9  M
(3 feet)  to avoid damage to the rear lens ele '

ment .

Fis.  26


