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& SPECIFIGATIONS

Format
Lens
Shutter
Exposure Gontrol

Sens ing  Ge l l
Power Source
Fi lm Speed Scale
Viewf inder
L igh ts  v is ib le  in

Viewf inder

, .  Focus ing

F i lm Load ing
F i lm Advance

F i lm Rewind
F i lm Gounter
Shutter Release

Rear Gover
Acccessory Shoe
Lens Accessory Size

t , , ;  Size'  ;  -Weigh t

,35mm (24x36 fu l l  f rame fo rmat )
42mm f2.8 E. Zuiko, 5 elements in 4 groups
Seiko ESF electronic shutter
Fut ly  au tomat ic  p rogram med sys tem.  Automat ica l l y  se lec ts  cor rec t  lens
apei ture/shutter speed combinat ion f rom 4 sec. to U800 sec. EVI (4 sec.  t2.81
to EVLT (U800 sec. f  131 at  ASA 100.
Automat ic f lash system, selects correct  aperture as you focus and sets correct
shut te r  speed au tomat ica l l y .  Synchron iza t ion  speed L lzO sec .  Camera  has  bo th
cord less  contac t  and PC contac t .  Wi l l  opera te  cor rec t ly  w i th  any  f lash  un i t
h a v i n g  g u i d e  n u m b e r  7 - 5 6 . i n  m e t e r  s c a l e  ( 2 3 - 1 8 0  i n  f e e t  s c a l e )
U l t ra  sens i t i ve  Cadmium Su lph ide  (CdSl  type
2 pieces, L.4V mercury battery HM-N type Mal lory RM-640 or equivalent
ASA 25-800 (  DrN 15-30 )
Rangef inder  0 .6x  w i th  para t lax  cor rec t ion  marks .

Yel low l ight  for  batterV test  and slow shutter speed warning.
Green l igh t  ind ica t ing  ac t iva t ion  o f  au tomat ic  f lash  sys tem.
Doub le  image coup led  rangef i ,nder .  Rota t ing  he l i co id  sys tem.
Focus range 0.9m (3 f t l  to inf in i ty oo

EL system (Easy Loading system)
Thumb whee l  f i lm advance a t  rear  o f  camera  body
Automat ic  shut te r  cock ing  and doub le  exposure  prevent ion
Rap id  rewind  c rank .  F i lm re lease bu t ton  on  bo t tom o f  camera
Exposure  count ing  type  Automat ic  se l f - rese t t ing
Push bu t ton  w i th  lock ing  cont ro l .  Au tomat ic  lock ing  sys tem o f  shu t te r  re lease e  ' :

but ton for battery drain.
H inge type

. Cordless f laslr  contact
Olympus 43.5f f i f f i ,  screw-in type
111 x  67  x52mm l4%x2%x2x6 ' l
4L5 grams lL4% oz.l
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O NAMEOF PARTS

Shutter relgase button o

Fi lm exposure  c
counter

Wrist  st rap o
r l ng

S h u t t e r  l o c k  l e v e r c

CdS l igh t  sens ing  o
c e l l

ASA f  i lm speed

ASA f i lm speed

set t ing  r ing  o

o Yel low l ight  (battery test /s low
shut te r  speed warn ing)

o Accessory shoe
(ryith*ilr i lt-in cord tess contact)

o Rangef inder

o  V iewf inder

o G u i d e  n u m b e r  r i n g

c l  d is tance sca le

, f

\

i n d i c a t i o n  w i n d o w  o o  O l y m p u s  Z u i k o  l e n s
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Fi lm take-up spoo l  o

Rear cover c

F i lm pressure  p la te  o

Fi l  m ca r t r idge o

Tr ipod socket c

F i lm rewind  bu t tono

F i l m  g u i d e  r a i l  o

o Viewf inder eyepiece

o F i lm advance knob

o  F i l m
com pa r tment

o Rear cover
lock

c  F i lm rewind  shaf t
o  F i lm rewind  lever

m Mercury battery
co  m par tment

F i lm advance sprocket  o
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O CONDENSED OPERATING INSTRUCTIONS

The Olympus 35ECR fea-
tu res  a  h igh ly  accura te
e lec t ron ic  exposure  con-
t ro l  sys tem tha t  au to-
mat ica l l y  se lec ts  the
proper shutter speed and
lens  aper tu re  combina-
t ion ,  ensur ing  per fec t
exposures  every  t ime.
When a  f lash  is  a f f i xed
to  the  camera ,  i t  w i l l  f i re
automat ica l l y  on ly  when
necessary. This new
flash feature. ensures
perfect exposures i f
there  is  insu f f i c ien t  l igh t
fo r  a  non- f lash  p ic tu re .

To s imp l i f y  your
picture taking fol low
these direct ions:

I Place batteries in bat-
te ry  compar tment ,ob-

serving correct polari ty.

(See page 7 )

!  Set the proper ASA
f i lm speed.  When us-

ing  f lash ,  a lso  be  sure  to
se t  the  proper  gu ide
number .  (See paee 8  l
You may se t  the  gu ide
number  a t  any  pos i t ion
when you shoot  w i thout
f l a s h  u n i t .

3 Load camera .
(See page 9 )



Zf  Advance f i lm and
re lease shut te r  un t i l

No.  I  appears  in  the  ex-
posure counter window.

The shut te r  won ' t  be  re -
leased when the battery
has  been dra ined.
(See pace L0 )

$Compose your p ic-
ture and focus.
(See pages l1 )  and 17

6 Release shutter.
(See page 15 )

/  A f te r the  en t i re  ro l l  i s
completely exposed,

rewind  f i lm in to  maga-
z ine  and remove.
(See page 13 )
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O INSERTING BATTERIES

(a )  P lace  a  co in  in  the  ba t te ry  compar tment  sc rew and ro ta te  counterc lockwise  un t i l  comple te ly  loose.

{b )  L i f t  compar tment  l id  o f f .
(c l  Inser t  two mercury ,  type  RM64O or  equ iva len t  in to  the  ba t te ry  compar tment  observ ing  cor rec t  po la r i t y .

P lease re fe r  to  the  d iagrams ins ide  the  ba t te ry  chambers  fo r  cor rec t  o r ien ta t ion .
(d )  Rep lace  l id .
(e )  T igh ten  l id  by  ro ta t ing  screw c lockwise  un t i l  secure ly  in  p lace .

NOTE:  The shut te r  won ' t  be  re leased when the  ba t te r ies  a re  no t  inser ted  or  a re  p laced in  wrong po la r i t y

or  have been dra ined.



( f l  To  tes t  ba t te r ies ,  s imp ly  depress  shut te r  re lease
but ton  s l igh t ly  a f te r  advanc ing  f i lm.  The ye l low
l i g h t  w i l l  i l l u m i n a t e  i f  t h e  b a t t e r i e s  a r e  p r o p e r l y
inser ted ,  f resh ,  and o f  the  proper  vo l tage.

(g )  l f  the  ye l low l igh t  does  no t  i l l umina te ,  check  the
polari ty of the batteries and/or try a new fresh set
of batteries.
The ba t te r ies  shou ld  be  rep laced once a  year .

Depress  ASA r ing  o4  t .he  f ron t  o f  camera  s l igh i l y
and ro ta te  i t  a round the  lens  to  se lec t  ASA ra t ina
f-o1-v_oqr f i lm. For perfect exposures, the correcl
{ ! {  { i t m  s p e e d  o f ' y o u r  f i l m - m u s t  a b p e a r  i n  t h e
A S A  i n d i c a t i o n  w i n d o w .  T h e  w i n d o w  i s  i n  i h e
lower  s ide  o f  the  lens .
O !4ake sure  the  ASA se t t ing  r ing  c l i ck -s tops .

D o  n o t  u s e  m i d w a y  s c a l e i e a d i n s .
ORefer  to  the  tab le  be- low fo r  you i  f i lm speed.

When your  f i lm is  ASA 40 se t  the  r ing  to  ndne2.
F ILM SPEED COMPARISON TABLE

l lI  plN I 15 I rG t 18l re |  20 | zr t  zz t  zs I  NIE\ i  l  n t  nl
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O LOADING CAMERA

(a )  Open rear  cover  by  pu l l ing

down on rear  cover  lock .

ts-

rewind  shaf t  ou t  o f  f i lm

ffi
b )  P u s h

m a g a z i n e  c h a m b e r .

( c )  l n s e r t  f i l m  m a g a z i n e .

(d )  Rep lace  f i lm rewind  shaf t .
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(e )  Inser t  f i lm leader  in to  easy

load take-up sp ind le .

( f )  A d v a n c e  f i l m  u n t i l  i t  i s  s e c u r e l y
i n  p l a c e .

(e )  Make cer ta in  sprocket  whee l
engages sprocket  ho les  in  f i lm
proper ly  be fore  c los ing  back
cover.

t 0

I

(h )  C lose  back  cover .

( i )  Advance f i lm by  ro ta t ing  f i lm

advance whee l  and depress ing

sh u t te r  re lease bu t ton  a l te r -
na te ly  un t i l  No.  I  appears  in
the  exposure  counter  w indow

on top  o f  the  camera .
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O COMPOSING AND FOCUSING

D Gomposing the picture

W h e n  t o o k i n g  t h r o u g b  t h e  v i e w f  i n d e r ,  y o u  s e e  a

l u m i n o u s  f r a m e .  T h i s  i s  c a l l e d  t h e  " b r i g h t  f r a m e " .

A n y  s u b i e c t  m a t t e r  w i t h i n  t h i s  f r a m e  i s  a c t u a l l y

exposed on  the  f i lm.  Cornpose your  p ic tu re  so  tha t

the  sub jec t  occup ies  the  f rame area  as  fu l l y  as
poss ib le .  For  c lose-up p ic tu res  w i th in  im (3 .3  f t . )

compose the  sub jec t  in  the  area  enc losed by  3  smal l

ind i .ces  (para l lax  cor rec t ion  marks)  in  the  f rame.

2 t  Focus ing

F o c u s i n g  i s  d o n e  b y  t h e  b r i g h t  r e c t a n g u l a r  s e c t i o n

at  the  center  o f  the  v iewf inder .

W h i t e  l o o k i n g  t h r o u g h  t h e  v i e w f i n d e r ,  m o v e  t h e

h e l i c a l  f o c u s  r i n g  o n  t h e  l e n s  b a r r e l ,  u n t i l  t h e

d o u b l e  i m a g e s  w i t h i n  t h e  s m a l l  r e c t a n g l e  c o i n c i d e

and become c lear ly  v is ib le .  Now the  sub iec t  i s  in

focus .  The d is tance sca le  on  the  lens  bar re l  i s  in '

d ica ted  in  meters  (wh i te  co lo r )  and in  fee t  (o range

co lor ) .  Any  read ing  a l igned to  the  center  index  re -

presents  the  d is tance to  the  sub iec t .



O HOLDING THE CAMERA PROPERLY $ SHUTTER LOCK LEVER

To prevent  acc identa l  exposures  when camera  is

no t  in  use ,  depress  shut te r  lock  lever .

l f  the  re lease bu t ton  is  kept  lock ing ,  the  mercury
'  

bat ter ies are prevented from exhaust ion as a pos'

s ib i l i t y  i s  e l im ina ted  fo r  the  bu t ton  to  be  pressed

acc identa l l y .

t2
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O REWINDING

: i ! t :

When you have f in ished the  en t i re  ro l l  o f  f i lm,
care fu l l y  observe  the  f i lm counter  fo r  the  cor rec t
exposure  count .  You may a lso  fee l  some res is tance
in  the  f i lm advance whee l  a f te r  you  have f in ished
the  en t i re  ro l l  o f  f i l rn .
Never  fo rce  the  f i lm beyond the  las t  f rame.  l f  you

are  uncer ta in  whether  o r  no t  you  can ge t  one ex t ra
p ic tu re ,  do  no t  take  any  chances  and rewind  the
f i lm immedia te ly  in  o rder  to  p revent  acc identa l
exposure  o f  the  en t i re  ro l l .

To  rewind  f i lm a f te r  you  have taken your  las t  p ic '

tu re ,  s imp ly  tu rn  the  camera  over  and depress
rewind  bu t ton .  Then open rap id  rewind  lever  and
rewind  the  f i lm comple te ly  in to  casset te .  You can
eas i l y  de termine when the  f  i lm has  been comple te '
l y  rewound by  de tec t ing  the  sudden change in
tens ion .
Next  open rear  cover ,  pu l l  ou t  rewind  shaf t  and
remove the  f i lm.
The rewind  bu t ton  w i l l  au tomat ica l l y  re tu rn  to  i t s
or ig ina l  pos i t ion  when the  nex t  ro l l  o f  f i lm is  p laced

in  the  camera .

l-
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O FLASH

AUTO FLASH OPERATING RANGE

camera ,  use  the  c loses t  number  to  i t .
A f te r  se t t ing  the  gu ide  number  on  the  lens  bar re l ,
you h.ave o_1|y.!o _f.ocu9 on the.subject. Exposure wil i
be  a_utomat ica l l y  f  i t ted  to  the t is tance by  the  camera
i tse l f  .
The camera  has  a 'bu i l t - in  contac t  in  the  accessory
shoe.  l f  your  f lash  un i t  does  no t  have a  contac t  i i
the  shoe,  inser t  the  PC cord  o f  the  f lash  in to  the  pC
cord  te rmina l  be fore  tak ing  p ic tu res .  The au tomat ic
f lash  sys tem wi l l  opera te  o r i l y  when a  f lash  gun is
mounted d i rec t l y  to  the  camera 's  accessory  s -hoe.
A qreen l igh t  w i . l l  appear  in  the  v iewf  inder  whenever
a .  Trasn.  p tc tu re  ts  about  to  be  taken.  The f lash  w i l l
t r r e . o n t y - w h e n  t h e r e  i s  n o t  e n o u g h  l i g h t  f o r  a  n o n -
f lash  p ic tu re .

,.t . www.orphancameras.com



ffi SIGNAL LIGHTS

T h e  O l y m p u s  3 5 E C R  i s  e q u i p p e d  w i t h  t w o  i n d i c a t o r

l i e h t s ;  o n e  y e l l o w  a n d  o n e  g r e e n .

The ye l low l igh t  i s  v is ib le  bo th  in  the  v iewf inder

and on  top  o f  the  camera  and serves  the  fo l low ing

f u n c t i o n s :

o  Ye l low l igh t
When depress ing  the  shut te r  re lease bu t ton  ap-

p r o x i m a t e l y  L . 6 m m  l / t a ' I ,  t h e  y e l l o w  l i e h t  w i l l

i l l u m i n a t e  i f  t h e  b a t t e r i e s  a r e  f  r e s h  a n d  p r o p e r l y

i n s e r t e d .  l f  t h e  y e l l o w  l i g h t  d o e s  n o t  a p p e a r ,  d o

n o t  t a k e  a n y  p i c t u r e s .  T h e  e n t i r e  e x p o s u r e  m e '

c h a n i s m  d e p e n d s  o n  t h e  b a t t e r i e s  a n d  w i l l  n o t

o p e r a t e  u n l e s s  t h e  y e l l o w  l i g h t  i l l u m i n a t e s .  F o r

n o r m a l  e x p o s u r e s  t h e  y e l l o w  l i g h t  w i l l  g o  o u t  a s

you depress  the  shut te r  bu t ton  fu r ther .

The yel low l ieht  a lso serves as a s low shutter

speed warn ing .  When depress ing  the '  shu t te r

release button approximately hal f  w?V, the yel low

l i g h t  w i l l  r e m a i n  i l l u m i n a t e d  i f  t h e  a u t o m a t i c

exposure system has set the shutter speed within

1/30 sec. to 4 sec.  range. This indicates that you

1 5



should ei ther use a t r ipod to prevent blurred
picturres due to long exposure t ime, or switch to
f lash  opera t ion .  When tak ing  p ic tu res  a t  s tow
speeds remember  tha t  you  must  ho ld  the  shut te r
bu t ton  down unt i l  the  ye l low l ieh t  goes  ou t .

o  Green l igh t
T h e  g r e e n  l i g h t  w i l l  i l l u m i n a t e  o n l y  w h e n  a  f l a s h
has  been inser ted  in to  the  camera 's  accessory
shoe.  The green l ieh t  ind ica tes  insu f f i c ien t  ex-
posure  fo r  a  non. f lash  p ic tu re .  The camera  w i i l
au tomat ica l l y  t r igger  the  f lash .  When tak ing
f lash  p ic tu res ,  make abso lu te ly  cer ta in  tha t
your focus sett ing is accurate.  Accurate focus-
ing determines the correct  exposure.  l f  the
g r e e n _ l i g h t  d o e s  n o t  i l l u m i n a t e ,  t h e r e  i s , s u f f i -
c i e n t  l i e h t  f o r  a  n o n - f l a s h  p i c t u r e ,  a n d  t h e  c a m e r a
wi l l  au tomat ica l l y  sw i tch  to  non- f lash  opera t ion .

I t  i s  recom mended to  ma in ta in  a  f tash  on  the
camera  whenever  tak ing  p ic tu res  indoors .  The
f fash  w i l l  on ly  f i re  when necessary  ensur ing  a
complete rol l  of  perfect ly exposed pictures.

O EE work ing range
( F )

2 . 8

4

5 . 6

I

t l

l 6

22
( s e c  )

1 /2  1 /4  1 /8  1 /16  1 /32  t /AAt /ne  r /m1/512 t /nza
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O VIEWFINDER
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The v iewf inder  i s  one o f  the  most  use fu l  in fo r '

mat ion  sources  in  your  camera .  Use the  v iewf inder

to  compose your  P ic tu re .
T h e  d o u b l e  i m a g e  c o u p l e d  r a n g e f i n d e r  a l l o w  y o u

to  make the  cor rec t  focus ing  eas i l y .

Be sure  to  use  the  para l lax  cor rec t ion  marks  when

compos ing  and center ing  the  sub jec t .

The ye l low and green l igh ts  a re  v is ib le  in  the  v iew-
f i n d e r .  T h e  y e l l o w  l i g h t  i n d i c a t e s :
(1 )  Proper  ba t te ry  cond i t ion ,  and,
(21  A s low shut te r  speed ind ica t ing  f lash  or  t r ipod

shou ld  be  used.

The green l igh t  ind ica tes  when a  f lash  p ic tu re  w i l l
be  taken.

0l

: : : a
0ll$
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O HELPFUL HINTS

Since the  ASA se lec tor  d ia l  i s  the  on ly  method o f
control l ing the electronic exposure system of the
Olympus 35ECR camera ,  make abso lu te ly  cer ta in
that you have the correct  ASA sett ing on the camera
for  the  f i lm you are  us ing .  Otherw ise ,  your  p ic tu res

wi l l  be incorrect ly exposed.
To over-or under-expose your pictures for  special
ef fects,  over-or under-rate the ASA sett ing on the
camera. To over-expose by one f /stop equivalent,
s imp ly  se t  the  ASA to  ha l f  the  va lue  o f  the  ASA o f
the  f i lm be ing  used.  For  gxample ,  i f  you  are  us ing
A S A  1 O O  f i l m  a n d  w i s h  t o  r e d u c e  t h e  a m o u n t  o f  l i e h t
exposing the f i lm by one f /stop, set  the ASA index
to  200.  To  inc rease the  amount  o f  l ieh t  expos ing  the

f i lm by  one f /s top ,  se t  the  ASA index  to  b0 .
Always re-set the ASA scale to the correct  set t ing
after taking special  ef fect  p ictures.
When tak ing  f lash  p ic tu res ,  the  cor rec t  focus ing  is
requ i red .  The focus ing  mechan ism is  d i rec i l y  l inked
to  the  f lash  exposure  cont ro l .

r 8
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O CAMERA CARE

LU
E

O

1.  Dust  and mois tu re  a re  enemies  o f  your  camera .  Be sure  to  s to re  the

camera  in  a  d ry ,  we l lven t i la ted  p lace .

2 .  Never  touch the  lens  w i th  your  f ingers .  To  c lean the  lens ,  w ipe  w i th  a

so f t  non-abras ive  c lo th .  F inger  p r in ts  must  be  c leaned immedia te ly  o r

permanent  s ta in  may resu l t .

3 .  Never  expose the  camera  to  d i rec t  sun l igh t  fo r  ex tended per iods  o f  t ime.

4. Kebp the surface free of any corrosive substance.

5 .  When the  camera  is  s to red  fo r  an  ex tended length  o f  t ime,  remove the

mercury  ba t te r ies .  Be sure  to  c lean and rep lace  the  ba t te r ies  be fore  the

camera  is  used aga in .

6 .  For  serv ice ,  take  the  camera  to  your  dea le r ,  who is  an  Olympus serv ice

agent.
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o AccEssoRtEs

O Fi l ters
Use Olympus 43.5mm screw-in
type f i l ter .

Fil ter Types and Characterist ics

UV Eliminates undesirable ultra-violet rays. and gives 
,clear pictures. Also usable constantly

for lens protection. (For black and white or iolor li lml 
'

Y2 Accentuates. cont.asts, for examp1c,. by darkening a brue sky and bringing white crouds
into reliet. (For black and white iitm) 

-

1A (stytigtrt)-t-ite uv, eliminates stray ultra.violet.rays and prevents pictures fromassuming a bluish tone. usable for lens protection. (Fol black ano white ir cotor tilm)

8rc (For cloudy .ryeatherl-Designed for color photography, prevents a bluish tore from
entering pictures teken under cloudy or raini weaihei. 

-' '

azc (For morning and evening)-Designed for color photography, prevents a yeflow_reddish
tone from entering pictures taken during mornin! or eveninj'trours *rren ,ei ,.iJ.uo-rno.

O Lens Hood
Th is  spec ia l l y  des igned Olym-
p u s  l e n s  h o o d  e l i m i n a t e s  u n .
des i rab le  f  la re  caused by  the
sun or  o ther  l igh t  source ,  to
produce beaut i fu l  co lo r  p ic -
tu res.
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O Flash GL
This cordless contact  micro--
f lash is extremely compact
and uses standard AG-l ,  AG-
lB,  AG-3N type bulbs.
Guide number (ASA 80)
.  AG-l ,  AG-3N: 28 (90 in case

of feetl
,  AG-l8: 20 (65 in case of feetl

t

.  OLYMPUS PS 1OOG

The Olympus PS IOOG Elec t ron ic  F lash  opera tes  on  pen l ieh t  ba t te r ies

a n d  A C  h o u s e  c u r r e n t .

Contac t :  Hot  shoe (center  contac t ) .  Power  Source :  2  pcs '  1 '5V

p e n l i e h t  b a t t e r i e s .  C a r b o n / z i n c  o r  a l k a l i n e .  A C  h o u s e  c u r r e n t  1 0 0 -
'  

L2OV or 22O-240V. Guide Number:  14 (45 in case of  feet) .  (ASA 80).

.  Go lor  Tempera ture :  6 ,000"  Ketv in .  Goverage Ang le :  50 '  ver t i ca l ,

60 '  hor izon ta l .  F lash  Dura t ion :  U1,OO0 sec .  Number  o f  F lashz  2OO

f l a s h e s f  r o m  s e t  o f  f r e s h  a l k a l i n e  b a t t e r i e s .  S i z e  &  W e i g h t :  8 6 x 5 9 x

Z9mr i l ,  120  gr .  l3%x?%xL% inches ,  4  oz . l

2 l



O Attachment lens
(Close-u p lensl
f :30cm.  43 .5mm screw- in
type.
Take a c lose-up picture at
m i n i m u m  d i s t a n c e  o f
29 ; ' .6cm l l l% inches l .  The
area photographed at  the
t ime is  15 .6x26cm.  l6%x
L O %  i n c h e s ) .  W h e n  u s i n g
th is  lens ,  se t  the  d is tance
sca le  a t  in f in i t y  (m) .

O Sl ide Projector
The newly  in t roduced Olympus s l ide  pro iec to r  i s  equ ipped w i th
a  fas t  f2 .8  lens  and conta ins  a  se l f  coo l ing  fan  tha t  ensures  coo l
r u n n i n g  f o r  m a n y  h o u r s .  l t  a c c e p t s  a n y  2 x 2  s l i d e  m o u n t  ( f u l l

f rame,  ha l f  f rame or  Ins tamat ic  s l ides l  meta l ,  p las t i c  o r  paper

and is very easy to" operate.

www.orphancameras.com


